Comparison of IIIC M7 to VAR-005-1

	Draft Proposed Standard
	Source Planning Standard

	A. Introduction

1. Title:
Generators Performance During Temporary Frequency and Voltage Excursions 
2. Number:
VAR-004-1
3. Purpose:

To ensure that generators remain connected to the electrical grid during temporary voltage and frequency excursions.

4. Applicability

4.1. Regional Reliability Organization
5. Proposed Effective Date:
July 1, 2005

B. Requirements

R1. The Regional Reliability Organization shall establish requirements for generators to remain interconnected during temporary excursions in voltage, frequency, and real and reactive power output. These requirements shall include generator exemption criteria.

R2. The Regional Reliability Organization shall make available documentation of these excursion requirements to the Transmission Operators and Generator Operators within its Region and NERC within 30 business days of a request. 

C. Measures

M1. The Regional Reliability Organization shall provide documentation of the generator requirements for withstanding temporary excursions in voltage, frequency, and real and reactive power output of a generator, and evidence the procedures were provided to the requesting Transmission Operator, Generator Operator, or NERC within 30 business days.

D. Compliance

6. Compliance Monitoring Process

6.1. Compliance Monitoring Responsibility

6.1.1 NERC

6.2. Compliance Monitoring Period and Reset Timeframe
6.2.1 Not specified.
6.3. Data Retention
6.3.1 Not specified.

6.4. Additional Compliance Information

6.4.1 Not specified.

7. Levels of Non-Compliance

7.1. Level 1:  Documentation of Regional Reliability Organization requirements provided does not address all three generator parameters (voltage, frequency, or real and reactive power output).
7.2. Level 2:   Not applicable.
7.3. Level 3:   Not applicable.
7.4. Level 4:   Documentation of Regional Reliability Organization requirements was not provided.
E. Regional Differences

8. None
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Title:  

IIICM7 - Generators performance during temporary excursions in frequency, voltage, etc.
Standard: 
Temporary excursions in voltage, frequency, and real and reactive power output that a generator shall be able to sustain shall be defined and coordinated on a Regional basis.
Applicability:
Regions

Effective Date:  
October 9, 2000


Measures

M7.  Requirements for withstanding temporary excursions in voltage, frequency, and real and reactive power output of a generator.
The Regions shall establish requirements for generators to remain interconnected during temporary excursions in voltage, frequency, and real and reactive power output. These requirements shall include generator exemption criteria.

Documentation of these excursion requirements shall be available to the Transmission Operator and NERC upon request (30 business days). 

Compliance

Compliance Monitoring Responsibility

NERC
Timeframe
On request (30 business days).
Levels of Non-Compliance

Level 1:  Documentation of Regional requirements provided does not address all three generator parameters (voltage, frequency, or real and reactive power output).
Level 2:  Not applicable.
Level 3:  Not applicable.
Level 4:  Documentation of Regional requirements was not provided.
Regional Differences

None identified.



New Standard– all Requirements and Measures are from IIICM7
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