Standard INT-011-1 — Interchange Coordination Support

Definitions (this to be reformatted later if folks agree it belongs) – 

Interchange Coordination – The act of using commonly available tools to ensure that the transfer of energy from one Balancing Authority to another is undertaken with full disclosure to all the parties involved

A. Introduction
1. Title:
Interchange Coordination Support
2. Number:
INT-011-1
3. Purpose:
To describe capabilities that registered entities must provide during conditions in which performance of the entity with regard to Interchange Coordination has not been degraded due to coincidental, accidental, or malicious causes. 
4. Applicability
4.1. Purchasing Selling Entity.

4.2. Balancing Authority.
4.3. Transmission Service Provider.
4.4. Reliability Coordinator.
5. Effective Date:
January 1, 2007
B. Requirements

R1. During conditions in which Interchange Coordination has not been degraded due to coincidental, accidental, or malicious causes, each Purchasing Selling Entity and Balancing Authority that desires to submit Requests for Interchange shall have the capability to electronically

1.1. Submit a Request for Interchange to a Load Balancing Authority.
1.2. Submit a request to modify Interchange 

1.3. Receive distributions of Confirmed Interchange 
1.4. Receive distributions of modifications to Interchange

R2. During conditions in which Interchange Coordination has not been degraded due to coincidental, accidental, or malicious causes, each Sink Balancing Authority shall have the capability to electronically: 
2.1. Receive a Request for Interchange 

2.2. Receive a request to modify Interchange

2.3. Validate Requests for Interchange as follows:
2.3.1. Source Balancing Authority megawatts equal Sink Balancing Authority megawatts (adjusted for losses, if appropriate).

2.3.2. All reliability entities involved in the Arranged Interchange are currently in the entity registry.

2.3.3. Generation source and load sink are defined.

2.3.4. Megawatt profile is defined.

2.3.5. Interchange duration is defined.

2.4. Validate request to modify Interchange as follows:
2.4.1. Source Balancing Authority megawatts equal Sink Balancing Authority megawatts (adjusted for losses, if appropriate).

2.4.2. Megawatt profile is defined.

2.4.3. Interchange duration is defined.

2.5. Distribute the validated Request for Interchange as Arranged Interchange

2.6. Distribute the validated requested  modifications as an Arranged Interchange

2.7. Receive communication of approval or denial of Arranged Interchange 

2.8. Distribute notification as each entity approves or denies an Arranged Interchange.

2.9. Transition Arranged Interchange to Confirmed Interchange if all approvals are received.
2.10. Distribute notification of whether Arranged Interchange was transitioned to Confirmed Interchange or not.
2.11. Submit a request to modify Interchange

R3. During conditions in which Interchange Coordination has not been degraded due to coincidental, accidental, or malicious causes, each Balancing Authority and Transmission Service Provider, and any Purchasing Selling Entity that desires or is required to approve or deny Arranged Interchange, shall have the capability to electronically: 
3.1. Receive distribution of Arranged Interchange

3.2. Communicate approval or denial of the Arranged Interchange to the Load Balancing Authority

3.3. Receive notification of whether Arranged Interchange was transitioned to Confirmed interchange or not.
3.4. Submit a request to modify Interchange
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