
Official Comment form for BES Definition Exception Process 

 

LEGEND

230 kV Line

138 kV Line

230/138 kV Transformer

  1.01 pu
BOISEBCH

  0.0 Mvar

  0.0 Mvar

  1.01 pu
LOCUST

A

Amps

  1.03 pu
BOISEBCH

A

MVA

A

MVA

 63.5 Mvar

  0.0 Mvar

  0.0 Mvar

A

MVA

A

MVA  1.03 pu
LOCUST

A

MVA

A

MVA

  1.01 pu
GARNET

A

Amps

  1.06 pu
BOIBRO11

A

Amps

  1.06 pu
BOIBRO21

A

Amps

  1.07 pu
BOIBRO31

A

Amps

  1.07 pu
BOIHOR41

A

Amps

  1.02 pu
H.P.

A

Amps

  1.03 pu
TENMILE A

Amps

  1.03 pu
CLOVRDAL

A

Amps

  1.02 pu
JOPLIN

A

Amps

  1.02 pu
BLACKCAT

A

Amps

  1.03 pu
BCRT

A

Amps

  1.02 pu
MERIDIAN

A

Amps

A

Amps

  1.02 pu
USTICK

A

Amps

  1.02 pu
EAGLE TP

A

Amps

  1.02 pu
WYE

A

Amps

  1.02 pu
BOISE

A

Amps

  1.02 pu
GARY TAP

A

Amps

  1.02 pu
EAGLE

A

Amps

  1.02 pu
GARY

A

Amps A

Amps

  1.03 pu
BUTLER

A

Amps

A

Amps

  1.03 pu
GROVE

A

Amps

A

Amps

  1.02 pu
DRY CRK

A

Amps

  1.02 pu
STAR

A

Amps

  1.03 pu
CART

A

Amps

A

Amps

  62.9 MW

   3.3 Mvar

  63.2 MW
   4.2 Mvar

  14.3 MW
   7.3 Mvar

  33.3 MW
   2.2 Mvar

  66.8 MW
   7.8 Mvar

  50.4 MW
   1.0 Mvar

  41.0 MW
   1.0 Mvar

  19.3 MW
   2.5 Mvar

  44.8 MW
   2.3 Mvar

  64.2 MW
  -3.1 Mvar

  73.3 MW
  -0.8 Mvar

  67.7 MW
  -4.0 Mvar

  49.3 MW
   9.5 Mvar

  50.4 MW
   1.2 Mvar

  50.3 MW
   3.1 Mvar

  65.5 MW
   2.2 Mvar

  20.0 MW
   0.8 Mvar

   4.6 MW
   1.7 Mvar

  1.04 pu
BOIMID31

A

Amps

  1.01 pu
DRAM

A

Amps

  1.03 pu
RTLSNAKE

A

Amps

  1.01 pu
CALDWELL

A

Amps

 96.3 Mvar

  1.02 pu
ONTARIO

A

Amps

  1.01 pu
NAMPA TP

A

Amps
A

Amps

  1.02 pu
HUBBARD

A

Amps

 

c. Provide a technical justification for the exclusion (provide justification here or attach a 
supplemental document or URL link to publicly posted document if available). 

Justification: Large load-serving substations require non-radial service to ensure acceptable reliability 

performance. Such transmission systems do not carry bulk power transfers as there are substantial 

higher voltage transmission lines that surround the metro area which carry the bulk transfers. Idaho 

Power has evaluated serving the area from systems that are sourced from only a single bulk substation. 

Such a configuration  would result in requiring an additional 100 miles of transmission to compared to 

the existing network configuration.  
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