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PRC-006-3 Automatic Underfrequency Load Shedding 

Revisions to Quebec Variance
 Comment Form
Background Information

The revisions to the PRC-006-3 Automatic Underfrequency Load Shedding Quebec Variance have been developed to address two specific problems regarding UFLS requirements for the Quebec Interconnection:
1. To meet the PRC-006-2 59.3 Hz requirement for circumstances when Quebec has a small generation deficiency (between 4 and 6 percent). This scenario requires modifications to the current settings of the UFLS program to avoid unacceptable and frequent load shedding without any improvement to system reliability. 

2. The Quebec Interconnection itself is an island with unique generation characteristics and Remedial Action Scheme (RAS) applications. Therefore, Section D.A.3 in PRC-006-2 needs to be revised to define a more accurate generation deficiency scenario applicable to the Quebec Interconnection. 

The continent-wide PRC-006-2 requirements and all other aspects of the standard remain unchanged. 
The comment period is open from October 31, 2016 through December 15, 2016. 

Please submit your comments using this form and upload it to the NPCC website or provide your responses directly:

PRC-006-3 Automatic Underfrequency Load Shedding Quebec Variance
Do you agree with the proposed revisions to Quebec Variance section of the PRC-006-2 Automatic Underfrequency Load Shedding?
Yes    FORMCHECKBOX 

           No      FORMCHECKBOX 
   

     Comments:       
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