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[C.
Interchange Schedule Standards


	
	NO COMPLIANCE TEMPLATES HAVE BEEN APPROVED FOR THIS REQUIREMENT

	Title
	Interchange Schedule Standards
	
	

	Purpose
	To establish a standard for consistent timing of schedule changes.
	
	

	Effective Date
	
	
	

	Applicability
	Balancing Authorities
	
	

	Requirements
	R1 - Interchange Schedules shall begin and end at a time agreed to by the Source Control Area, Sink Control Area, and the Intermediary Control Areas.

R2 - Control Areas shall ramp the Interchange equally across the start and end times of the schedule.

R3 - Control Areas shall use the ramp duration established by their Interconnection as follows unless they agree otherwise:


	
	

	Measures
	R1 – 3 NOT SPECIFIED


	
	

	Regional Differences
	
	
	

	Compliance Monitoring Process
	R1 – 3 NOT SPECIFIED


	
	

	Full Compliance


	R1 – 3 NOT SPECIFIED


	
	. 



	Levels of Non Compliance


	R1 – 3 NOT SPECIFIED


	
	.




Compliance Template information not included in this template
Policy information not included in this template
Ramp duration. Control Areas shall use the ramp duration established by their Interconnection as follows unless they agree otherwise:

Interchange Schedules within the Eastern and ERCOT Interconnections. ten-minute ramp duration.

Interchange Schedules within the Western Interconnection. 20-minute ramp duration.

Interchange Schedules that cross an Interconnection boundary. The Control Areas that implement Interchange Schedules that cross an Interconnection boundary must use the same start time and ramp durations.

Exceptions for Compliance with Disturbance Control Standard and Line Load Relief. Ramp durations for Interchange Schedules implemented for compliance with NERC’s Disturbance Control Standard (recovery from a disturbance condition) and Interchange Transaction curtailment in response to line loading relief procedures may be shorter, but must be identical for the Sending Control Area and Receiving Control Area [See also Policy 1B, “Generation Control Performance – Disturbance Control Standard,” Requirement 2 and subsections on contingency reserve.]
Interchange Schedule accounting. Block accounting shall be used. 

