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	Title
	Return from IROL Violation
	
	System Operating Limit Reporting and Interconnected Reliability Operating Limit (IROL) Violations



	Purpose
	To establish a standard that requires Reliability Coordinators to evaluate the impact both real-time and post-contingency on the Wide Area system and determine if the actions being taken are appropriate and sufficient to return the system to within IROL in thirty minutes.  

	
	To establish a standard that requires Reliability Coordinators to evaluate the impact both real-time and post-contingency on the Wide Area system and determine if the actions being taken are appropriate and sufficient to return the system to within IROL in thirty minutes.  


	Effective Date
	
	
	Approved by the Board April 2, 2004

	Applicability
	Reliability Coordinators
	
	Reliability Coordinators

	Requirements
	R1 - When an IROL or SOL is exceeded, the Reliability Coordinator shall evaluate the impact both real-time and post-contingency on the Wide Area system and determine if the actions being taken are appropriate and sufficient to return the system to within IROL in thirty minutes.

R2 - If the actions being taken are not appropriate or sufficient, the Reliability Coordinator shall provide direction to the Control Area Operator or Transmission Operator to return the system to within limits.


	
	When an IROL or SOL is exceeded, the Reliability Coordinator shall evaluate the impact both real-time and post-contingency on the Wide Area system and determine if the actions being taken are appropriate and sufficient to return the system to within IROL in thirty minutes.

If the actions being taken are not appropriate or sufficient, the Reliability Coordinator shall provide direction to the Control Area Operator or Transmission Operator to return the system to within limits.



	Measures
	R1-2 -Verify that the Reliability Coordinator evaluated actions and provided direction as required to the Control Area Operator or Transmission Operator to return the 

	
	Verify that the Reliability Coordinator evaluated actions and provided direction as required to the Control Area Operator or Transmission Operator to return the system.



	Regional Differences
	Check for WECC differences

	
	

	Compliance Monitoring Process
	R1-2 - Reliability Coordinators shall report to its Regional Reliability Council any occurrences where an IROL violation extended beyond 30 minutes.  Each Region shall report compliance and violations to NERC via the NERC Compliance Reporting process.


	
	Reliability Coordinators shall report to its Regional Reliability Council any occurrences where an IROL violation extended beyond 30 minutes.  Each Region shall report compliance and violations to NERC via the NERC Compliance Reporting process.



	Full Compliance


	R1-2 - The Reliability Coordinator evaluated the impact both real-time and post-contingency on the Wide Area system of the IROL, and where required, provided direction to the Transmission Operator to return the system to within limits within 30 minutes.


	
	The Reliability Coordinator evaluated the impact both real-time and post-contingency on the Wide Area system of the IROL, and where required, provided direction to the Control Area Operator or Transmission Operator to return the system to within limits within 30 minutes.



	Levels of Non Compliance


	R1-2 - The limit violation was reported to the Reliability Coordinator who did not provide appropriate direction to the Transmission Operator resulting in an IROL violation in excess of 30 minutes duration. (SEE PENALTY TABLE BELOW)


	
	The limit violation was reported to the Reliability Coordinator who did not provide appropriate direction to the Control Area Operator or Transmission Operator resulting in an IROL violation in excess of 30 minutes duration. (SEE PENALTY TABLE BELOW)




This chart to be included in the Levels of Non Compliance above:
	Percentage by which IROL is exceeded
	Limit exceeded for more than 30 minutes, up to 35 minutes.
	Limit exceeded for more than 35 minutes, up to 40 minutes.
	Limit exceeded for more than 40 minutes, up to 45 minutes.
	Limit exceeded for more than 45 minutes.

	Greater than 0%, up to and including 5%
	Level 1
	Level 2
	Level 2
	Level 3

	Greater than 5%, up to and including 10%
	Level 2
	Level 2
	Level 3
	Level 3

	Greater than 10%, up to and including 15%
	Level 2
	Level 3
	Level 3
	Level 4

	Greater than

15%, up to and including 20%
	Level 3
	Level 3
	Level 4
	Level 4

	Greater than

20%, up to and including 25%
	Level 3
	Level 4
	Level 4
	Level 4

	Greater than

25%
	Level 4
	Level 4
	Level 4
	Level 4


Percentage used in the left column is the flow measured at the end of the time period (30, 35, 40, or 45 minutes)
Compliance Template information not included in this template
Compliance Reset Period: Monthly
Data Retention Period: Three months
