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	Standard
	004
	Policy 1 – Generation Control and Performance

Section D Time Control Standard
	The Drafting Team recommends time error correction procedures become NAESB business practice standards, but the ability to halt a time error correction for reliability considerations should remain a reliability standard.

	Title
	Time Error Correction
	
	

	Purpose
	Interconnection frequency is normally scheduled at 60.00 Hz and controlled to that value.  The control is imperfect and over time the frequency will average slightly above or below 60.00 Hz resulting in electric clocks developing an error relative to true time. When the error exceeds pre-set limits, corrective action is taken by adjusting the scheduled frequency; a practice termed Time Error Correction.
	Policy 1 

Section D
	

	Effective Date
	February 8, 2005
	
	

	Applicability
	1. Balancing Authorities

2. Reliability Authorities
	
	

	Requirements
	R1
Any Reliability Authority in an Interconnection shall have the authority to terminate a time error correction in progress for reliability considerations.  Any Reliability Authority may request the halt of a scheduled time error correction that has not begun.  Balancing Authorities that have reliability concerns with the execution of a time error correction shall notify their Reliability Authority and request the termination of a time error correction in progress.
	Policy 1D Requirement 4.
	This requirement could be moved to Standard 038 on Reliability Authority Current Day Operations, eliminating the need for this standard.

	Measures
	Not Specified.
	
	

	Regional Differences
	None Identified.


	
	

	Compliance Monitoring Process
	Not Specified.
	
	

	Levels of Non Compliance
	Not Specified.
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