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	Policy 6 ( Operations Planning

Section C –

Load Shedding


	

	Title
	Load Shedding Plans
	
	

	Purpose
	After taking all other remedial steps, a Reliability Authority, Balancing Authority and Transmission Operator operating with insufficient generation or transmission capacity shall shed customer load rather than risk an uncontrolled failure of components or cascading outages of the Interconnection.” 
	Policy 6C Introduction
	The Drafting Team believes that this standard confuses the distinction between planning and implementing load shedding.  Policy 6 addresses operational plans and the other sections focus on planning requirements.  However, Policy 6C includes both the planning and implementation of load shedding.  Should the implementation requirements be moved to other standards focused on emergency operations?

	Effective Date
	February 8, 2005
	
	

	Applicability
	1. Reliability Authority

2. Transmission Operator

3. Balancing Authority
	
	

	Requirements
	R1
After taking all other remedial steps, a Reliability Authority, Transmission Operator, or Balancing Authority operating with insufficient generation or transmission capacity shall shed customer load rather than risk an uncontrolled failure of components or cascading outages of the Interconnection.
	Policy 6C Introduction
	Is this requirement in the 6C intro redundant with a prior requirement?  

	
	R2
Each Transmission Operator and Balancing Authority shall establish plans for automatic load shedding.
	Policy 6C Requirement 1.
	

	
	R3
Each Transmission Operator and Balancing Authority shall coordinate load shedding plans among other interconnected Transmission Operator and Balancing Authority Areas.
	Policy 6C Requirement 1.1
	

	
	R4
A Transmission Operator or Balancing Authority shall initiate automatic load shedding at the time one of the following has reached an agreed-to level: frequency, rate of frequency decay, voltage level, rate of voltage decay, or power flow levels.
	Policy 6C Requirement 1.2.1
	

	
	R5
A Transmission Operator or Balancing Authority shall implement load shedding in steps established to minimize the risk of further uncontrolled separation, loss of generation, or system shutdown.
	Policy 6C Requirement 1.2.2


	

	
	R6
After a Transmission Operator or Balancing Authority Area separates from the Interconnection, if there is insufficient generating capacity to restore system frequency following automatic underfrequency load shedding, the Transmission Operator or Balancing Authority shall shed additional load.
	Policy 6C Requirement 1.2.3


	

	
	R7
The Transmission Operator or Balancing Authority shall coordinate automatic load shedding throughout their Transmission Operator or Balancing Authority Areas with underfrequency isolation of generating units, tripping of shunt capacitors, and other automatic actions that will occur under abnormal frequency, voltage, or power flow conditions.
	Policy 6C Requirement 1.2.4
	

	
	R8
Each Transmission Operator or Balancing Authority shall have plans for operator-controlled manual load shedding to respond to real-time emergencies.  The Transmission Operator or Balancing Authority shall be capable of implementing the load shedding in a timeframe adequate for responding to the emergency. 
	Policy 6C Requirement 2.
	

	Measures
	Not Specified.
	
	

	Regional Differences
	None Identified.
	
	

	Compliance Monitoring Process
	Not Specified.
	
	

	Levels of Non Compliance
	Not Specified.
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