Standard TPL-002-0 System Performance Following Loss of a Single Bulk System Element (Category B)

A. Introduction

1. Title:
System Performance Following Loss of a Single Bulk System Element (Category B)
2. Number:
TPL-002-0
3. Purpose:
System simulations and associated Assessments are needed periodically to ensure that Reliable Systems are developed that meet specified performance requirements, with sufficient lead time and continue to be modified or upgraded as necessary to meet present and future System needs.
4. Applicability:
5. (Proposed) Effective Date:

February 8, 2005
B. Requirements

R1. The Planning Authority and Transmission Planner shall each demonstrate through a valid Assessment that its portion of the Interconnected Transmission System is planned such that the network can be operated to supply projected customer Demands and projected Firm (Non-Recallable Reserved) Transmission Services, At All Demand Levels over the range of Forecast System Demands, under the Contingency conditions as defined in Category B of Table I.  The Planning Authority’s and Transmission Planner’s valid Assessment shall:
R1.1. Be made annually.

R1.2. Be conducted for near-term (years one through five) and longer-term (years six through ten) Planning Horizons.

R1.3. Be supported by a current or past Study and/or system simulation testing that addresses all of the elements in the following list, as accepted by the Regional Reliability Organization showing system performance following Category B Contingencies that addresses the plan year being assessed. 

R1.3.1. Be performed and evaluated only for those Category B Contingencies that would produce the more severe System results or impacts.  The rationale for the Contingencies selected for evaluation shall be available as supporting information.  An explanation of why the remaining simulations would produce less severe System results shall be available as supporting information.

R1.3.2. Cover critical System conditions and Study years as deemed appropriate by the responsible entity.

R1.3.3. Be conducted annually unless changes to System conditions do not warrant such Analyses.

R1.3.4. Be conducted beyond the five-year horizon only as needed to address identified marginal conditions that may have longer lead-time solutions.

R1.3.5. Have all projected firm transfers modeled.

R1.3.6. Be performed and evaluated for selected demand levels over the range of Forecast System Demands.

R1.3.7. Demonstrate that System performance meets Table 1 for Category B Contingencies.

R1.3.8. Include existing and planned facilities.

R1.3.9. Include Reactive Power resources to ensure that adequate reactive resources are available to meet System performance.

R1.3.10. Include the effects of existing and planned protection systems, including any backup or redundant systems.

R1.3.11. Include the effects of existing and planned control devices.

R1.3.12. Include the planned (including maintenance) outage of any bulk electric equipment (including protection systems or their components) at those demand levels for which Planned (including Maintenance) Outages are performed.

R1.4. Address any planned upgrades needed to meet the performance requirements of Category B.

R1.5. Consider all Contingencies applicable to Category B.

R2. When System simulations indicate an inability of the Systems to respond as prescribed in Reliability Standard TPL-002-0_R1, Planning Authorities and Transmission Planners responsible for planning the Bulk Electric System shall:
R2.1. Provide a written summary of their plans to achieve the required System performance as described above throughout the Planning Horizon:
R2.1.1. Including a schedule for implementation.

R2.1.2. Including a discussion of expected required in-service dates of facilities.

R2.1.3. Consider lead times necessary to implement plans.

R2.2. For identified system facilities for which sufficient lead times exist, review in subsequent annual Assessments for continuing need — detailed implementation plans are not needed.
R3. The Planning Authority and Transmission Planner shall each document the results of its Reliability Assessments and corrective plans and shall annually provide the results to its respective Regional Reliability Organization(s), as required by the Regional Reliability Organization.
C. Measures

M1. The Planning Authority and Transmission Planner shall provide evidence to its Compliance Monitor that it provided Assessments and corrective plans for the System responses per Reliability Standard TPL-002-0_R1 and TPL-002-0_R2.

M2. The Planning Authority and Transmission Planner shall provide evidence to its Compliance Monitor that it reported documentation of results of its Reliability Assessments and corrective plans per Reliability Standard TPL-002-0_R3.
D. Compliance

6. Compliance Monitoring Process

6.1. Compliance Monitoring Responsibility

Compliance Monitor: Regional Reliability Organizations.  Each Compliance Monitor shall report compliance and violations to NERC via the NERC Compliance Reporting Process.
6.2. Compliance Monitoring Period and Reset
Timeframe:

Annually.
6.3. Data Retention

None

6.4. Additional Compliance Information

None

7. Levels of Non-Compliance

7.1. Level 1:
Not applicable.
7.2. Level 2:
A valid Assessment and corrective plan for the longer-term Planning Horizon is not available.
7.3. Level 3:
Not applicable.
7.4. Level 4:
A valid Assessment and corrective plan for the near-term Planning Horizon is not available.
E. Regional Differences

8. None identified.
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