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	Maintenance and testing of generator protection systems

	Purpose
	To ensure the security and reliability of generation protection systems to prevent adverse impacts of protection system misoperations on the interconnected electric system reliability. 
	
	S7.
Generation protection system maintenance and testing programs shall be developed and implemented.


	Effective Date
	February 8, 2005
	
	III.C.M12 effective October 9, 2000


	Applicability
Compliance Monitoring Responsibility
	Generation Owner 
Regional Reliability Council
	
	III.C.M12 Generator owner/operator.

III.C.M12 Regions


	SECTION A
	
	
	

	Requirements
	R1.
Generator Owners shall have a generator protection system maintenance and testing program in place.  This program shall include protection system identification, frequency of protection system testing, and frequency of protection system maintenance.
R2.
Documentation of the program and its implementation shall be provided to the appropriate Regional Reliability Council and NERC on request (30 business days).
	
	M12.
Generator owners/operators shall have a generator protection system maintenance and testing program in place.  This program shall include protection system identification, frequency of protection system testing, and frequency of protection system maintenance.


Documentation of the program and its implementation shall be provided to the appropriate Regions and NERC on request (30 business days).

	Measures
	M1. 
The Generation Owner shall provide to the Regional Reliability Council and NERC on request (30 business days) documentation of the generator protection system maintenance and testing program and its implementation.
	
	Items to be Measured
Documentation and implementation of generator protection system maintenance and testing program.

.



	Regional Differences
	None

	
	None

	Compliance Monitoring Process
	The Generation Owner will submit the documentation to be measured to the Regional Reliability Council and NERC on request (30 business days) to be reviewed to verify compliance with this Reliability Standard.
	
	On request (30 business days).

	Levels of Non Compliance


	Level 1

Documentation of the maintenance and testing program was provided, but records indicate that implementation was not on schedule.

Level 2

Documentation of the maintenance and testing program was incomplete, but records indicate implementation was on schedule.
Level 3

Documentation of the maintenance and testing program was incomplete, and records indicate implementation was not on schedule.

Level 4

No documentation of the maintenance and testing program or its implementation was provided.


	
	Level 1

Documentation of the maintenance and testing program was provided, but records indicate that implementation was not on schedule.

Level 2

Documentation of the maintenance and testing program was incomplete, but records indicate implementation was on schedule..

Level 3

Documentation of the maintenance and testing program was incomplete, and records indicate implementation was not on schedule.

Level 4

No documentation of the maintenance and testing program or its implementation was provided.









































