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PRC-006-2 – Under frequency Load Shedding

	REVIEW OF STANDARD VIOLATION SEVERITY LEVELS FOR CONSISTENCY WITH GUIDELINES 
PRC-006-2: — Under frequency Load Shedding

	R #
	Lower VSL
	Moderate VSL
	High VSL
	Severe VSL
	Description of VSL Assignment
	Guideline 1

Violation Severity Level Assignments Should Not Have the Unintended Consequence of Lowering the Current Level of Compliance
	Guideline 2

Violation Severity Level Assignments Should Ensure Uniformity and Consistency in the Determination of Penalties

Guideline 2a: The Single Violation Severity Level Assignment Category for "Binary" Requirements Is Not Consistent

Guideline 2b: Violation Severity Level Assignments that Contain Ambiguous Language
	Guideline 3

Violation Severity Level Assignment Should Be Consistent with the Corresponding Requirement


	Guideline 4

Violation Severity Level Assignment Should Be Based on A Single Violation, Not on A Cumulative Number of Violations

	R1.
	N/A
	N/A
	N/A
	The Planning Coordinator failed to join a group consisting of all the Planning Coordinators within the region for each of the regions in which it performs the Planning Coordinator function.
	Binary VSL 
	There is no current requirement in place for the PC’s to join a group of PC’s; therefore, this VSL does not have the unintended consequence of lowering the current level of compliance. 
	The VSL for Requirement R1 is binary and is not ambiguous; therefore meeting guideline 2a and 2b. 
	The VSL for Requirement R1 is consistent with the corresponding requirement and does not change the requirement therefore meeting guideline 3.
	The VSL for Requirement R1 is based on a single violation not on a cumulative number of violations; therefore, meeting guideline 4.

	R2.
	N/A
	The group of Planning Coordinators developed and documented criteria but failed to include the consideration of historical events, to select portions of the Bulk Electric System (BES) that may form islands

OR

The group of Planning Coordinators developed and documented criteria but failed to include the consideration of system studies, to select portions of the Bulk Electric System (BES) that may form islands
	The group of Planning Coordinators developed and documented criteria but failed to include the consideration of historical events and system studies, to select portions of the Bulk Electric System (BES) that may form islands
	The group of Planning Coordinators failed to develop and document criteria to select portions of the Bulk Electric System (BES) that may form islands
	gradated VSL
	The VSL for Requirement R2 does not lower the current level of reliability; therefore, meeting guideline 1. 
	The VSL for Requirement R2 is gradated and considers the various components that the group of PC’s must consider when selecting portions of the BES that may form islands. The VSL does not contain ambiguous language meeting Guideline 2b.
	The VSL for Requirement R2 is consistent with Requirement R2 meeting guideline 3.
	The VSL for Requirement R2 is based on a single violation not on a cumulative number of violations meeting guideline 4. 

	R3.
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	R9: 
	The responsible entity provided less than 100% but more than 95% of automatic tripping of load in accordance with the UFLS program design and in accordance with the schedule for application determined by the group of Planning Coordinators for each region in which it operates.  
	The responsible entity provided less than 95% but more than 90% of automatic tripping of load in accordance with the UFLS program design and in accordance with the schedule for application determined by the group of Planning Coordinators for each region in which it operates.  
	The responsible entity provided less than 90% but more than 85% of automatic tripping of load in accordance with the UFLS program design and in accordance with the schedule for application determined by the group of Planning Coordinators for each region in which it operates.  
	The responsible entity provided less than 85% of automatic tripping of load in accordance with all aspects of the UFLS program design and in accordance with the schedule for application determined by the group of Planning Coordinators for each region in which it operates.  
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