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F. Emergency Operations/Transmission Loading Relief 
The security of the interconnected Bulk Electric Systems shall be assessed, monitored, and maintained on a wide-area basis.



	Title
	Reliability Coordinator Procedures/Implementing Transmission system relief


	Brief Description
	Reliability Coordinator Procedures/Implementing Transmission system relief



	Purpose
	A Reliability Coordinator must take appropriate actions in accordance with established policies, procedures, authority and expectations, to relieve transmission loading including notifying appropriate Reliability Coordinators and Operating Authorities to curtail Interchange Transactions. 


	Standard
	A Reliability Coordinator must take appropriate actions in accordance with established policies, procedures, authority and expectations, to relieve transmission loading including notifying appropriate Reliability Coordinators and Operating Authorities to curtail Interchange Transactions. 



	Effective Date
	Approved by the Board April 2, 2004
	
	Approved by the Board April 2, 2004

	Applicability
	 Reliability coordinators

	
	Reliability Coordinators


	Requirements
	A Reliability Coordinator must take appropriate actions in accordance with established policies, procedures, authority and expectations, to relieve transmission loading.

	
	

	Measures
	If required, an investigation will be conducted to determine if appropriate actions were taken in accordance with established policies, procedures, authority and expectations, to relieve transmission loading including notifying appropriate Reliability Coordinators and Operating Authorities to curtail Interchange Transactions. 


	Measure


	If required, an investigation will be conducted to determine if appropriate actions were taken in accordance with established policies, procedures, authority and expectations, to relieve transmission loading including notifying appropriate Reliability Coordinators and Operating Authorities to curtail Interchange Transactions. 



	Regional Differences
	
	
	

	Compliance Monitoring Process
Monitoring Responsibility
	The RRC or NERC may initiate an investigation if there is a complaint that an entity has not implemented relief procedures in accordance with the requirements identified in the Compliance Assessment Notes.
Regional Reliability Council
	Measuring Process

Monitoring Responsibility

	The RRC or NERC may initiate an investigation if there is a complaint that an entity has not implemented relief procedures in accordance with the requirements identified in the Compliance Assessment Notes.

Regional Reliability Council

	Full Compliance


	The Reliability Coordinator implemented relief procedures in accordance with the requirements.
	100% Compliance
	The Reliability Coordinator implemented relief procedures in accordance with the requirements.

	Levels of Non Compliance
	Level 1 — N/A

Level 2 — N/A 

Level 3 — N/A

Level 4 — The Reliability Coordinator did not implement loading relief procedures in accordance with the requirements identified in the Compliance Assessment Notes. 


	Levels of Non Compliance
	Level 1 — N/A

Level 2 — N/A 

Level 3 — N/A

Level 4 — The Reliability Coordinator did not implement loading relief procedures in accordance with the requirements identified in the Compliance Assessment Notes. 



	
	One month without a violation 
	Compliance Reset Period


	One month without a violation 

	
	One Calendar year 
	Data Retention Period


	One Calendar year


	
	The Reliability Coordinator must follow the following requirements when relief of transmission congestion is required:

1. Implementing relief procedures.  If transmission loading progresses or is projected to violate a SOL or IROL, the Reliability Coordinator will perform the following procedures as necessary:
1.1. Selecting transmission loading relief procedure. The Reliability Coordinator experiencing a potential or actual SOL or IROL violation on the transmission system within its Reliability Coordinator Area shall, at its discretion, select from either a “local” (Regional, Interregional, or subregional) transmission loading relief procedure or an Interconnection-wide procedure, such as those listed in Appendix 9C1, 9C2, or 9C3.
1.2. Using local transmission loading relief procedure.  The Reliability Coordinator may use local transmission loading relief or congestion management procedures, provided the Transmission Operating Entity experiencing the potential or actual SOL or IROL violation is a party to those procedures.
1.3. Using a local procedure with an Interconnection-wide procedure. A Reliability Coordinator may implement a local transmission loading relief or congestion management procedure simultaneously with an Interconnection-wide procedure. However, the Reliability Coordinator is obligated to follow the curtailments as directed by the Interconnection-wide procedure. If the Reliability Coordinator desires to use a local procedure as a substitute for curtailments as directed by the Interconnection-wide procedure, it may do so only if such use is approved by the NERC Operating Reliability Subcommittee and Operating Committee.
1.4. Complying with procedures. When implemented, all Reliability Coordinators shall comply with the provisions of the Interconnection-wide procedure. This may include action by Reliability Coordinators in other Interconnections to for example, curtail an Interchange Transaction that crosses an Interconnection boundary.
1.5. Complying with interchange policies. During the implementation of relief procedures, and up to the point that emergency action is necessary, Reliability Coordinators and Operating Authorities shall comply with the Requirements of Policy 3, Section C, “Interchange Scheduling Standard.”
For the Eastern Interconnection, TLR Procedure notification documentation, operator logs of sink and neighbor Balancing Authorities as well as related electronic communications are subject to field review. 


	Compliance Assessment Notes


	The Reliability Coordinator must follow the following requirements when relief of transmission congestion is required:

1. Implementing relief procedures.  If transmission loading progresses or is projected to violate a SOL or IROL, the Reliability Coordinator will perform the following procedures as necessary:

1.1 Selecting transmission loading relief procedure. The Reliability Coordinator experiencing a potential or actual SOL or IROL violation on the transmission system within its Reliability Coordinator Area shall, at its discretion, select from either a “local” (Regional, Interregional, or subregional) transmission loading relief procedure or an Interconnection-wide procedure, such as those listed in Appendix 9C1, 9C2, or 9C3.

1.2 Using local transmission loading relief procedure.  The Reliability Coordinator may use local transmission loading relief or congestion management procedures, provided the Transmission Operating Entity experiencing the potential or actual SOL or IROL violation is a party to those procedures.

1.3 Using a local procedure with an Interconnection-wide procedure. A Reliability Coordinator may implement a local transmission loading relief or congestion management procedure simultaneously with an Interconnection-wide procedure. However, the Reliability Coordinator is obligated to follow the curtailments as directed by the Interconnection-wide procedure. If the Reliability Coordinator desires to use a local procedure as a substitute for curtailments as directed by the Interconnection-wide procedure, it may do so only if such use is approved by the NERC Operating Reliability Subcommittee and Operating Committee.

1.4Complying with procedures. When implemented, all Reliability Coordinators shall comply with the provisions of the Interconnection-wide procedure. This may include action by Reliability Coordinators in other Interconnections to for example, curtail an Interchange Transaction that crosses an Interconnection boundary.

1.5 Complying with interchange policies. During the implementation of relief procedures, and up to the point that emergency action is necessary, Reliability Coordinators and Operating Authorities shall comply with the Requirements of Policy 3, Section C, “Interchange Scheduling Standard.”

For the Eastern Interconnection, TLR Procedure notification documentation, operator logs of sink and neighbor Control Areas as well as related electronic communications are subject to field review. 




