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	1317
	VRFs Team
	R1.2.1 & R2 – ambiguous
	
	IRO-016-1
	R2 was retired because it was a measure of R1 and not a requirement. R1.2.1 was incorporated in the set of requirements in IRO-014: 
R5.	Each Reliability Coordinator, upon identification of an Adverse Reliability Impact, shall notify all impacted Reliability Coordinators.  [Violation Risk Factor: Medium] [Time Horizon: Operations Planning,  Same Day Operations and Real-time Operations]  

R6.	Each impacted Reliability Coordinator shall operate as though the problem exists when the identified Adverse Reliability Impact cannot be agreed to by the impacted Reliability Coordinators,  [Violation Risk Factor: Medium] [Time Horizon: Operations Planning,  Same Day Operations and Real-time Operations]

R7.	The Reliability Coordinator with the identified Adverse Reliability Impact shall develop a mitigation plan when the impacted Reliability Coordinators cannot agree that the problem exists.  [Violation Risk Factor:  Medium][Time Horizon:  Operations Planning, Same Day Operations and Real-time Operations]

R8.	Each impacted Reliability Coordinator shall implement the mitigation plan developed by the Reliability Coordinator who has the identified Adverse Reliability Impact when the impacted Reliability Coordinators cannot agree on a mitigation plan unless such actions would violate safety, equipment, regulatory or statutory requirements.  [Violation Risk Factor:  Medium][Time Horizon:  Operations Planning, Same Day Operations and Real-time Operations]
	
	



