Standard BAL-004-2 — Time Error Correction



Standard Development Roadmap
This section is maintained by the drafting team during the development of the standard and will be removed when the standard becomes effective.

Development Steps Completed:

1. SAC Authorized posting BAC SAR for comment on July 3, 2007.

2. SAC Authorized the SAR to be developed as a standard on December 11, 2007.

3. SC appointed a Standard Drafting Team on January 18, 2008.
Description of Current Draft:

This is the first draft of the proposed standard.  

Future Development Plan:

	Anticipated Actions
	Anticipated Date

	1. Initiate Field Test
	February 1, 2009

	2. Post for 45-day comment
	TBD

	3. Respond to comments
	TBD

	4. Posting for 30-day Pre-Ballot Review.
	TBD 

	5. Initial Ballot.
	TBD

	6. Respond to comments.
	TBD

	7. Recirculation ballot.
	TBD

	8. 30-day posting before board adoption.
	TBD

	9. Board adoption.
	TBD


Article I. Definitions of Terms Used in Standard
This section includes all newly defined or revised terms used in the proposed standard.  Terms already defined in the Reliability Standards Glossary of Terms are not repeated here.  New or revised definitions listed below become approved when the proposed standard is approved.  When the standard becomes effective, these defined terms will be removed from the individual standard and added to the Glossary.

None.

A. Introduction

1. Title:
Time Error Correction
2. Number:
BAL-004-2
3. Purpose:

The purpose of this standard is to ensure that Time Error Corrections are conducted in a manner that does not adversely affect the reliability of the Interconnection.
4. Applicability:

4.1. Reliability Coordinators
4.2. Balancing Authorities
5. Effective Date:
 First day of first quarter after applicable regulatory approval or, in those jurisdictions where regulatory approval is not required, upon Board of Trustees approval.        
B. Requirements

B. Only a Reliability Coordinator shall be eligible to act as Interconnection Time Monitor.  
B. Each Balancing Authority, when requested, shall participate in a Time Error Correction by one of the following methods:
B. The Balancing Authority shall offset its frequency schedule by 0.02 Hertz or less (as specified by the Interconnection Time Monitor), leaving the Frequency Bias Setting normal; or
B. The Balancing Authority shall offset its Net Interchange Schedule (MW) by an amount equal to or less than (as specified by the Interconnection Time Monitor) the computed bias contribution during a 0.02 Hertz Frequency Deviation (i.e., 20% of the Frequency Bias Setting or less, as specified by the Interconnection Time Monitor).
B. Any Reliability Coordinator in an Interconnection shall have the authority to request the Interconnection Time Monitor to terminate a Time Error Correction in progress, or a scheduled Time Error Correction that has not begun, for reliability considerations.
B. Balancing Authorities that have reliability concerns with the execution of a Time Error Correction shall notify their Reliability Coordinator and request the termination of a Time Error Correction in progress.
C. Measures

Not specified.
D. Compliance

Not specified.
E. Regional Differences

None identified.
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