Standard TOP 006-0 – Monitoring System Conditions


Standard Development Roadmap

This section is maintained by the drafting team during the development of the standard and will be removed when the standard becomes effective.

Development Steps Completed:

1. SAC approves Version 0 SAR for posting (April 14, 2004).

2. SAC approves Plan for Accelerating Adoption of NERC Reliability Standards (April 19, 2004)
3. Board approves Plan for Accelerating Adoption of NERC Reliability Standards (June 15, 2004).

4. SAC appoints Version 0 Drafting Team (May 7, 2004).

5. SAC approves development of Version 0 standards (June 23, 2004).

6. Drafting Team posts Draft 1 for comment (July 9 to August 9, 2004).

7. JIC assigns Version 0 reliability standards to NERC and business practices to NAESB (August 16, 2004).

8. Drafting Team posts Draft 2 for comment (September 1 to October 15, 2004).
Description of Current Draft:

Draft 3 is to be posted for a 30-day posting prior to balloting the Version 0 standards.  This draft includes revisions based on industry comments received during the posting of Draft 2.  Changes from Draft 2 are highlighted in the redline copy of Draft 3.
Future Development Plan:

	Anticipated Actions
	Anticipated Date

	1. Seek endorsement of NERC technical committees.
	November 9-11, 2004

	2. First ballot of Version 0 standards.
	December 1-10, 2004.

	3. Recirculation ballot of Version 0 standards.
	December 27, 2004 – January 7, 2005

	4. 30-day posting before board adoption.
	January 8, 2005 – February 8, 2005

	5. Board adopts Version 0 standards.
	February 8, 2005

	6. Effective date.
	April 1, 2005


Definitions of Terms Used in Standard

This section includes all newly defined or revised terms used in the proposed standard.  Terms already defined in the Reliability Standards Glossary of Terms are not repeated here.  New or revised definitions listed below become approved when the proposed standard is approved.  When the standard becomes effective, these defined terms will be removed from the individual standard and added to the Glossary.

Refer to Version 0 Glossary of Terms Used in Reliability Standards.

Introduction

1. Title:
Monitoring System Conditions


2. Number:
TOP-006-0
3. Purpose:

To ensure critical reliability parameters are monitored in real-time.
4. Applicability

4.1. Reliability Authorities.
4.2. Transmission Operators.
4.3. Balancing Authorities.
4.4. Generator Operators.
4.5. Reliability Coordinators.
5. (Proposed) Effective Date:
February 8, 2005


A. Requirements

R1. [Policy 4A 1.] Each Generator Operator shall inform its Host Balancing Authority and the Transmission Operator of all generation resources available for use.
R1.1. Each Transmission Operator and Balancing Authority shall inform the Reliability Authority and other affected Balancing Authorities and Transmission Operators of all generation and transmission resources available for use.
R1.2. Each Reliability Authority shall inform its Reliability Coordinator and other affected Reliability Authorities of all generation and transmission resources available for use.
R2. [Policy 4A 2.] Each Reliability Coordinator, Reliability Authority, Transmission Operator, and Balancing Authority shall monitor applicable transmission line status, real and reactive power flows, voltage, LTC settings, and status of rotating and static reactive resources.
R3. [Policy 4A 3.] Each Reliability Coordinator, Reliability Authority, Transmission Operator, and Balancing Authority shall provide appropriate technical information concerning protective relays to their operating personnel.
R4. [Policy 4A 4.] Each Reliability Coordinator, Reliability Authority, Transmission Operator, and Balancing Authority shall have information, including weather forecasts and past load patterns, available to predict the system’s near-term load pattern.
R5. [Policy 4A 5.] Each Reliability Coordinator, Reliability Authority, Transmission Operator, and Balancing Authority shall use monitoring equipment to bring to the attention of operating personnel important deviations in operating conditions and to indicate, if appropriate, the need for corrective action.
R6. [Policy 4A 5.1] Each Balancing Authority and Transmission Operator shall use sufficient metering of suitable range, accuracy and sampling rate (if applicable) to ensure accurate and ti
R7. [Policy 4A 6.] Each Reliability Coordinator, Reliability Authority, Transmission Operator, and Balancing Authority shall monitor system frequency
B. Measures
Not specified.
C. Compliance
Not specified.
6. Levels of Non-Compliance
Not specified

D. Regional Differences

None identified.
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