Standard INT-003-0 – Interchange Transaction Implementation


Standard Development Roadmap

This section is maintained by the drafting team during the development of the standard and will be removed when the standard becomes effective.

Development Steps Completed:

1. SAC approves Version 0 SAR for posting (April 14, 2004).

2. SAC approves Plan for Accelerating Adoption of NERC Reliability Standards (April 19, 2004)
3. Board approves Plan for Accelerating Adoption of NERC Reliability Standards (June 15, 2004).

4. SAC appoints Version 0 Drafting Team (May 7, 2004).

5. SAC approves development of Version 0 standards (June 23, 2004).

6. Drafting Team posts Draft 1 for comment (July 9 to August 9, 2004).

7. JIC assigns Version 0 reliability standards to NERC and business practices to NAESB (August 16, 2004).

8. Drafting Team posts Draft 2 for comment (September 1 to October 15, 2004).
Description of Current Draft:

Draft 3 is to be posted for a 30-day posting prior to balloting the Version 0 standards.  This draft includes revisions based on industry comments received during the posting of Draft 2.  Changes from Draft 2 are highlighted in the redline copy of Draft 3.
Future Development Plan:

	Anticipated Actions
	Anticipated Date

	1. Seek endorsement of NERC technical committees.
	November 9-11, 2004

	2. First ballot of Version 0 standards.
	December 1-10, 2004.

	3. Recirculation ballot of Version 0 standards.
	December 27, 2004 – January 7, 2005

	4. 30-day posting before board adoption.
	January 8, 2005 – February 8, 2005

	5. Board adopts Version 0 standards.
	February 8, 2005

	6. Effective date.
	April 1, 2005


Definitions of Terms Used in Standard

This section includes all newly defined or revised terms used in the proposed standard.  Terms already defined in the Reliability Standards Glossary of Terms are not repeated here.  New or revised definitions listed below become approved when the proposed standard is approved.  When the standard becomes effective, these defined terms will be removed from the individual standard and added to the Glossary.

Refer to Version 0 Glossary of Terms Used in Reliability Standards.

Introduction

1. Title:
Interchange Transaction Implementation


2. Number:
INT-003-0
3. Purpose:

To ensure Balancing Authorities confirm Interchange Schedules with adjacent Balancing Authorities prior to implementing the schedules in their ACE equations.  To ensure Balancing Authorities incorporate all confirmed schedules into their ACE equations.
4. Applicability

4.1. Balancing Authorities.
5. Proposed Effective Date:
February 8, 2005


A. Requirements

R1. [Policy 3B 4.] Each Receiving Balancing Authority shall confirm Interchange Schedules with the Sending Balancing Authority prior to implementation in the Balancing Authority’s Area Control Error (ACE) equation.
R1.1. [Policy 3B 4.1] The Sending Balancing Authority and Receiving Balancing Authority shall agree on:
R1.1.1. Interchange Schedule start and end time.
R1.1.2. Energy profile.
R1.1.3. [Policy 3C 3.] Ramp start time and duration (Balancing Authorities shall use the ramp duration established for their Interconnection unless they agree to an alternative ramp duration.)  Default ramps durations are as follows:
· Default ramp duration for the Eastern Interconnection shall be 10 minutes equally across the Interchange Schedule start and end times.

· Default ramp duration for the Western Interconnection shall be 20 minutes equally across the Interchange Schedule start and end times.

· Ramp durations for Interchange Schedules implemented for compliance with NERC’s Disturbance Control Standard (recovery from a disturbance condition) and Interchange Transaction curtailment in response to line loading relief procedures may be shorter than the above defaults, but must be identical for the Sending Balancing Authority and Receiving Balancing Authority.
R1.2. [Policy 3B 4.1.3] If a DC tie is on the Scheduling Path, then the Sending Balancing Authorities and Receiving Balancing Authorities shall c
R1.3. [Policy 3C 3.3] Balancing Authorities that implement Interchange Schedules that cross an Interconnection boundary shall use the same start time and ramp durations.
R2. [Policy 3B 1.] Balancing Authorities shall implement Interchange Schedules only with Adjacent Balancing Authorities.
R3. [Policy 3C 1.] Balancing Authorities shall begin and end Interchange Schedules at a time agreed to by the Source Balancing Authority, Sink Balancing Authority, and Intermediary Balancing Authorities.
R4. [Policy 3B 6.] The Sink Balancing Authority shall be responsible for initiating implementation of each Interchange Transaction as tagged.  Upon receiving composite approval from the Sink Balancing Authority, each Balancing Authority on the scheduling path shall enter confirmed schedules into its AGC ACE equation.
R5. [P3 4.1.2] Balancing Areas shall operate such that Interchange Schedules do not knowingly cause any other systems to violate established operating criteria.
B. Measures
Not specified.
C. Compliance

6. Compliance Monitoring Process
Not specified.
7. Levels of Non-Compliance
Not specified.
D. Regional Differences

8. MISO Scheduling Agent Waiver dated November 21, 2002.
9. MISO Enhanced Scheduling Agent Waiver dated July 16, 2003.
10. MISO Energy Flow Information Waiver dated July 16, 2003.
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