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	ID Number
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	III.C.S5.M9
	III.  System Protection and Control
C.  Generation Control and Protection
Measurement M9

	Title
	Speed/load governing system.
	
	Speed/load governing system.

	Purpose
	To ensure that prime mover control (governors) shall operate with appropriate speed/load characteristics to regulate frequency.  
	
	S5.
Prime mover control (governors) shall operate with appropriate speed/load characteristics to regulate frequency.


	Effective Date
	February 8, 2005
	
	III.C.M9 effective October 9, 2000


	Applicability
Compliance Monitoring Responsibility
	Generation Owners and Generation Operators
Regional Reliability Council
	
	Generator owner/operator
Regions

	SECTION A
	
	
	

	Requirements
	R1.
Generator Owners shall:

(a) Provide the Regional Reliability Council, the Transmission Operator, and NERC as requested (30 business days) with the characteristics of the generator’s speed/load governing system. 
(b) Coordinate boiler or nuclear reactor control to maintain the capability of the generator to aid control of system frequency during an electric system disturbance. 
(c) Report non-functioning or blocked speed/load governor controls to the Regional Reliability Council, the Transmission Operator, and NERC on request (30 business days).

	
	M8.
Generator owners/operators shall provide the Region, the transmission system operator, and NERC as requested (30 business days) with the characteristics of the generator’s speed/load governing system. Boiler or nuclear reactor control shall be coordinated to maintain the capability of the generator to aid control of system frequency during an electric system disturbance. Non-functioning or blocked speed/load governor controls shall be reported to the Region, the transmission system operator, and NERC on request (30 business days).


	Measures
	M1. 
Generation Owners shall provide to the Regional Reliability Council, the Transmission Operator, and NERC as requested (30 business days) with documentation:
(a) Of the characteristics of the generator’s speed/load governing system
(b) That confirms the coordinate boiler or nuclear reactor control to maintain the capability of the generator to aid control of system frequency during an electric system disturbance.
(c)  Of non-functioning or blocked speed/load governor controls. 
Comment: 30 business days seems to long for this one.
	
	Items to be Measured
Documentation of the characteristics of the generator’s speed/load governing system and notification of blocked speed/load governor controls.

.



	Regional Differences
	None

	
	None

	Compliance Monitoring Process
	The Generation Owners will submit the documentation to be measured to the Regional Reliability Council, the Transmission Operator, and NERC on request (30 business days) to be reviewed to verify compliance with this Reliability Standard.
	
	On request (30 business days).

	Levels of Non Compliance


	Level 1

Information on the generator’s speed/load governing system was provided but did not include all the requirements as defined above in Requirement R1.
Level 2

Not applicable.

Level 3

Not applicable.

Level 4

Information on the generator’s speed/load governing system was not provided.

	
	Level 1

Information on the generator’s speed/load governing system was provided but did not include all the requirements as defined above in Measurement M9.
Level 2

Not applicable.

Level 3

Not applicable.

Level 4

Information on the generator’s speed/load governing system was not provided.









































